Video-Modules Characteristics
	Video-Modules
Characteristics 
	M-3S.ZhK08
	M-3S.Zhk10
	M-3S.OI12.05
	M-3S.OI12.07
	M-3S.OI19.03
	M-3S.ZhK20
	M-3S.ZhK21
	M-3S.OI21
	M-3S.OI21.01
	M-3S.ZhK24
	M-3S.OI47.01
	M-3S.ZhK52

	Screen Size, inch/cm
	8.4/21
	10.4/26
	12.1/31
	12.1/31
	19/48
	20.1/51
	21.3/54
	21.3/54
	21.3/54
	24/61
	47/120
	52/132

	Brightness, cd/m2, not less than
	800
	1,000
	150
	250
	200
	250
	200
	150
	150
	250
	300
	400

	Contrast, not less than
	500:1
	500:1
	300:1
	400:1
	400:1
	200:1
	350:1
	300:1
	300:1
	400:1
	1,000:1
	1,300:1

	Resolution, pixel, not less than
	800×600
	800×600
	800×600
	1,024×768
	1,280×1,024
	1,600×1,200
	1,600×1,200
	1,600×1,200
	1,600×1,200
	1,920×1,200
	1,920×1,080
	1,920×1,080

	Viewing Angles, (, not less than:


	- horizontal
	±60
	±70
	±80
	±80
	±85
	±85
	±85
	±85
	±85
	±85
	±80
	±88

	
	- vertical
	+55; -65
	+50; -60
	±80
	±80
	±85
	±85
	±85
	±85
	±85
	±85
	±80
	±88

	Supply Voltage, V/Hz
	+27 
	+27 
	+27 
	+27 
	+165…320
	+27
	+165…320 
	+27 
	220/50
	220/50
	220/50
	220/50

	Power Consumption, W, not more than
	-at standard climatic conditions
	25
	25
	20
	30
	60
	80
	80
	80
	80
	100
	240
	280

	
	-when temperature is below 0°С
	60
	60
	60
	
	
	200
	
	160
	200
	200
	
	

	Interfaces
	VGA
	VGA
	VGA
	DVI-I × 2
	VGA
	VGA 
Composite
	VGA × 2
	DVI-I × 2
Composite
	VGA 
Composite
	VGA 
DVI-D
	VGA 
DVI-D
Composite
	VGA 
DVI-D
Composite 

	Ambient Temperature, °С
	- operating
	-30…+55
	-30…+55 
	-10…+55 
	-10…+55 
	0…+45 
	-20…+55 
	0…+45 
	-10…+55 
	-10…+55 
	-10…+50 
	0…+40
	0…+40

	
	- limiting
	-40…+70 
	-40…+70 
	-40…+70 
	-40…+70 
	-40…+70
	-40…+70
	-40…+70 
	-40…+70
	-40…+70 
	-40…+70 
	-20…+70 
	-20…+70 

	Operating Conditions 

as per GOST RV 20.39.304-98
	groups: 1.1, 1.2.1, 1.2.2, 1.2.3, 1.3, 2.1.1, 2.1.2, 2.2.1, 2.3.1, 2.3.2
	groups: 1.1, 1.2.1, 1.2.2, 1.2.3, 1.3, 2.1.1, 2.1.2, 2.2.1, 2.3.1, 2.3.2
	groups: 2.1.1, 2.3.1
	groups: 1.1, 1.2.1, 1.2.2, 1.2.3, 1.3, 2.1.1, 2.1.2, 2.2.1, 2.3.1, 2.3.2
	groups: 2.3.1, 2.3.2
	groups: 1.1, 1.2.1, 1.2.2, 1.2.3, 1.3, 2.1.1, 2.1.2, 2.2.1, 2.3.1, 2.3.2
	groups: 2.3.1, 2.3.2
	groups: 1.1, 1.2.1, 1.2.2, 1.2.3, 1.3, 2.1.1, 2.1.2, 2.2.1, 2.3.1, 2.3.2
	groups: 1.1, 1.2.1, 1.2.2, 1.2.3, 1.3, 2.1.1, 2.1.2, 2.2.1, 2.3.1, 2.3.2
	group - 1.3
	groups: 2.1.1, 2.3.1
	groups: 2.1.1, 2.3.1

	Weight, kg, not more than
	5
	6
	4.2
	5
	13
	15
	15
	15
	16
	15
	65
	60

	Dimensions, WхHхD, mm
	250×205×88
	294×248×85
	328×245×72
	328×245×72
	472×400×104.7
	482×399×97
	482×400×88.5
	518×410×95
	518×410×127
	597×414×102.5
	1,200×710×185.5
	1,300×800×162.5

	Additional Functions
	Touch Input 
(RS-232)
Setting Control
(RS-232)
	Touch Input
(RS-232)
Setting Control 

(RS-232)
	Touch Input
(RS-232)
Setting Control 

(RS-232)
	Touch Input (USB)

Setting Control
 (USB)
	–
	–
	–
	Setting Control
 (USB)
	–
	–
	–
	–

	Installation
	flange-mounted
	flange-mounted
	flange-mounted
	flange-mounted
	flange-mounted
	flange-mounted
	flange-mounted
	flange-mounted
	flange-mounted
	flange-mounted
	shock mount
	shock mount

	Development Stage
	Prototype
	Prototype
	Letter О1
Included into the Coordination Target Program ‘Integratsiya-SVT-2015’
 

	Letter О1
Included into the Coordination Target Program ‘Integratsiya-SVT-2015’ 

	Letter О
Included into the Coordination Target Program ‘Integratsiya-SVT-2015’ 

	Prototype
	Letter О
Included into the Coordination Target Program ‘Integratsiya-SVT-2015’ 

	Letter О1
Included into the ‘MOP
 44 001 ’ and Coordination Target Program ‘Integratsiya-SVT-2015’  
	Letter О1
Included into the ‘MOP 44 001’ and Coordination Target Program ‘Integratsiya-SVT-2015’  

	Letter О1
Included into the Coordination Target Program ‘Integratsiya-SVT-2015’ 

	Letter О1
Included into the Coordination Target Program ‘Integratsiya-SVT-2015’ 

	Prototype

	Device Version
· Distinctive Features
	M-3S.ZhK08.01

Touch Input (USB)
	M-3S.ZhK10.01

Touch Input (USB)
	M-3S.OI12.06

Touch Input not available
	–
	M-3S.OI19.04

M-3S.OI19.05

Arrangement of Controls
Supply Voltage:
+165…320 V/+27 V
Interfaces: 
VGA×2 
Dimensions: 472×400×72.7
	M-3S.ZhK20.01

Supply Voltage:
220 V/50 Hz
	M-3S.ZhK21.01

M-3S.ZhK21.02
M-3S.ZhK21.03

M-3S.ZhK21.04

Arrangement of Controls
Supply Voltage:
+165…320 V/+27 V
Touch Input
(RS-232)
	–
	–
	–
	–
	–


� Russian program for integration of computer aids


� MOP, Russian abbreviation for Intertype Restrictive List





